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EPDM GASKET SUBMITTAL

PART # SIZE GASKET W OPERATING TEMPERATURE

XEPDM150 1-1/2”

3.00”

-50° F to +240° F

XEPDM200 2”

XEPDM300 3”

XEPDM400 4”

XEPDM500 5”

4.00”
XEPDM600 6”

XEPDM800 8”

XEPDM1000 10”

XEPDM1200 12”
5.50”

XEPDM1500 15”

EPDM GASKET
EASILY INSTALLS INTO THE BELOW PRODUCT LINES:
• Heavy-Duty Couplings
• Extra Heavy-Duty Couplings
• Titan Shield Extra Heavy-Duty Couplings

NewAge EPDM Gaskets easily install in to the above listed wide body NH coupling shields and compliments the chemical and temperature 
resistance of the NewAge Epoxy Cast Iron Soil Pipe System. The gasket is made from ethylene propylene diene monomer (EPDM), and meets the 
physical requirements of ASTM C564, excluding the requirement for neoprene gasket material. These EPDM gaskets are highly recommended in 
installations with elevated media temperatures, as the gaskets are rated for -50° F to +240° F. However, this gasket is not suitable in installations 
where the media will have high concentrations of petroleum based oils.
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TESTS
TEST PHYSICAL TEST - MINIMUM OR MAXIMUM REQUIREMENTS (ASTM C564) ASTM METHOD

TENSILE STRENGTH 1,500 PSI minimum D 412

ELONGATION 250 minimum D 412

DUROMETER (SHORE A) 70 +/- 5 @ 76° F +/- 5° F D 2240

ACCELERATED AGING
15% maximum tensile and 20% maximum elongation deterioration, 

10 points maximum increase in hardness, 
all determinations after oven aging for 96 hours at 158° F

D 573

COMPRESSION SET 5% maximum after 22 hours at 158° F D 395 METHOD B

OZONE CRACKING

No visible cracking at 2 times magnification of the gasket  
after 100 hours exposure in 1.5 ppm ozone concentration at 100° F.

Testing and inspection to be on gasket which is loop mounted  
to give approximately 20% elongation of outer space

D 1149

TEAR RESISTANCE Die C; 150 lbs. minimum per inch of thickness D 624

WATER ABSORPTION 20% maximum by weight after 7 days at 158° F D 471

EPDM GASKET SIZES & FEATURES

Sealing
Beads Center Stop

Gasket


