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TXDC SERIES

COMPONENTS & MATERIALS
SHIELD ASSEMBLY & CLAMP Type 304 AISI Stainless steel, corrugated. Shield thickness .015”

BAND Type 304 AISI Stainless Steel 0.75” wide

SCREW HOUSING TYPE 304 AISI Stainless Steel

SCREW TYPE 305 AISI Stainless Steel 3/8” Hex Head Screw

GASKET Primary Elastomeric Polymer is Neoprene to meet ASTM C564

EYELETS/RIVETS TYPE 304 AISI Stainless Steel

TITAN SHIELD EXTRA HEAVY DUTY COUPLINGS
The NewAge Titan Shield Extra Heavy Duty Couplings compliment the NewAge Cast Iron Soil Pipe System. The NewAge TXDC Couplings are manufactured 
and tested to meet and exceed the ASTM C1540 standard. The gasket is made from properly vulcanized virgin elastomeric compound, where the primary 
material is polychloroprene (neoprene). The gasket is a one piece design tested to meet the requirements of ASTM C564. The corrugated shield is 
made from Type 304 stainless steel and provides a sturdy design which is to be installed with a pre-set torque wrench calibrated at 80 inch-pounds to 
accommodate the larger 3/8” hex head screws. The NewAge Titan Extra Heavy Duty Coupling design features a thicker .015” shield which yields a higher 
rigidity connection,  minimizing displacement under  angular deflection and shear stress conditions. The stainless steel bands are of 3/4” wide with 304 
stainless steel screw housing provides sealing torque. The couplings are tested to ASTM C1540 and are listed with IAPMO.

CERTIFICATIONS & STANDARDS
NewAge Casting’s TXDC coupling meet or exceed the requirements of ASTM C 564 and ASTM C 1540 as well as applicable portions of the Uniform 
Plumbing Code (UPC) and the International Plumbing Code (IPC). Products are IAPMO listed.

NewAge Casting’s TXDC couplings are tested and certified to the above standards by IAPMO R&T - File Number 5030
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2” thru 4”

TITAN SHIELD EXTRA HEAVY DUTY COUPLINGS

PART # SIZE # CLAMPS COUPLING W INSTALL TORQUE
TXDC150 1-1/2”

4

3.00”

80 inch pounds

TXDC200 2” 3.00”

TXDC300 3” 3.00”

TXDC400 4” 3.00”

TXDC500 5”

6

4.00”

TXDC600 6” 4.00”

TXDC800 8” 4.00”

TXDC1000 10” 4.00”

TXDC1200 12” 5.50”

TXDC1500 15” 5.50”

5” thru 10”

STANDARD BAND CONFIGURATION


